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Nominal Voltage (V) 2V
Rated Capacity 2060.0Ah (Cro,1.70V/cell) o ot
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Length 491+3 ooz =
eng £3mm W
) ) Width 351+3 mm
Dimensions(mm) ]
Height 344 £3 mm
Total Height 383+3 mm

20 Hour rate (111.2A to 1.70 volts) 2224Ah

Nominal Capacity 10 Hour rate (206.0A to 1.70 volts) 2060Ah 49123
@25C (Ah) 5 Hour rate (356.4A to 1.70 volts) 1782Ah — = =
1 Hour rate (1210A to 1.70 volts) 1210Ah -
QH D
Approx. Weight 113.0 kg % % 5,
Terminal T14
Max.Discharge Current ~ 13000A @25 (5s) 38 107 1000 :
o0 OO Terminal
Internal Resistance 0.2mQ @25C (Full Charged Battery) ::g
OO O ®gr-
Floating Design Life 15 years @25C o0 O0-0 820
O
| (6
Charge: -15C~50TC OO0 O O s

Ambient Temperature Discharge: —20C~60TC
Storage: —20C~50TC

Container Material A.B.S, UL94-HB , UL94-V0 , Optional

VRLA batteries can be stored for more than 6

months at 25°C. Self-Discharge ratio less than
Self Discharge g

3% per month at 25C. Please charge batteries =
before using. %TLC
Constant Current Discharge Characteristics (
F.V/TIME 15min 30min 60min 2H 3H 5H 8H 10H 20H
1.60V/cell 3400.0 2010.0 1250.0 777.0 537.6 360.6 248.4 210.0 115.2
1.70V/cell 3100.0 1830.0 1210.0 767.0 531.0 356.4 244.4 206.0 111.2
1.75V/cell 2840.0 1670.0 1160.0 757.0 525.0 351.0 242.0 204.0 109.2
1.80V/cell 2540.0 1530.0 1100.0 746.6 515.0 345.8 238.4 202.0 107.2
Constant Wattage Discharge Characteristics (
F.V/TIME 15min 30min 60min 2H 3H 5H 8H 10H 20H
1.60V/cell 6091.7 3685.0 2343.8 1476.3 1030.4 717.0 494.3 418.3 230.2
1.70V/cell 5683.3 3431.3 2309.1 1470.1 1026.6 710.4 487.6 411.3 222.4
1.75V/cell 5254.0 3159.1 2233.0 1463.5 1023.8 701.4 484.0 408.0 218.4
1.80V/cell 4741.3 2919.8 2135.8 1455.9 1012.8
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Capacity Storage Characteristics
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Capacity Factors with Different Tempera
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Battery type -20C -10T 0T 5C 10C 20°C 25°C 30C 40°C 45°C
6V&12V 50% 70% 83% 85% 90% 98% 100% 102% 104% 105%
GEL Battery
2V 60% 75% 85% 88% 92% 99% 100% 103% 105% 106%
6V&12V 46% 66% 76% 83% 90% 98% 100% 103% 107% 109%
AGM Battery
2V 55% 70% 80% 85% 92% 99% 100% 104% 108% 110%
Charging Procedure: \
Temperature compensation | Max.charging T y
i i i emperature
»n Application Charging method Charge voltage at 25C T —— —
[
.9 Floating charge Constant voltage charging 2.23~2.27 V/cell -3mV/Clcell 0.2CA S
g ; A i
— ] Equalizing charge (With current restriction) 2.30~2.35 V/cell -4mV/Cleell 0.3CA
8 Every month, recommend inspection every battery voltage.
Every three months, recommend equalization charge for one time.Equalization charge method:
Step 1:Discharge: 100% rate capacity discharge.
8 Step 2:Charge: Max. Current 0.3CA, constant voltage 2.30-2.35V/Cell charge 24h.
% Length of service life will be directly affected by the number of discharge cycles,
— depth of discharge, Ambient temperature and charging voltage.
D Charge the batteries at least once every six months, if they are stored at 25C.Charging Method:
o] g ging
[ e Constant Voltage : —-0.2C x 2h+2.4~2.45V/cell x 24h , Max. Current 0.25CA
«© Constant Current : =0.2C x 2h+0.1C x 12h
E Fast : =0.2C x 2h+0.3C x 4h
Bolt M5 M6 M8
) Terminal T3. T10 T4, T7. T11, T12, T13 | T5, T6, T8, T9, T14
Terminal of torque:
Torque 6~7N-m 8~10N:m 10~12N-m J
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Email: sales@powerkingdom.com.cn
Baigongao Industrial Zone, Xikeng New Village, Fumin, Guanlan Town, Shenzhen Gua

Tel: +86-755-22161920 22161923




