Specification

Nominal Voltage (V)

12V (6 cells in series)

Rated Capacity 24Ah (Ca,1.75V/cell) PS24-12  sovon 2amn POWER
Length 1812 mm Sealed Lead Acid Battery KINGDOM.
. . Width 77 1.5 mm
Dimensions(mm) )
Height 1712 mm
Total Height 171 £2 mm
20 Hour rate (1.212A to 10.5 volts) 24 2Ah
Nominal Capacity 10 Hour rate (2.316A to 10.5 valts) 23.1Ah 18142
@25T (Ah) 5 Hour rate (4.140A to 10.5 volts) 20.7Ah 2 & r' ]
1 Hour rate (15.60A to 9.6 volts) 15.6Ah
15 min rate (46.20A to 9.6 volts) 11.5Ah
ol
-+
Approx. Weight 6.9 kg >
Terminal T22

Max.Discharge Current

360A @25C (5s)

Terminal

LSy

Q

XK0G-006-00763.

Internal Resistance 12mQ @25T (Full Charged Battery)

5 years @25T [ o

a» - o@D
Certification |

M o 60

MH28792

Floating Design Life

Charge: -15C-~50T
Discharge: -20C~60T
Storage: -20C~50T

Ambient Temperature

Container Material A.B.S, UL94-HB , UL94-V0 , Optional

VRLA batteries can be stored for more than 6

Self Discharge months at 25C. Self-Discharge ratio less than

3% per month at 25°C. Please charge batteries != T L C
before using. —
Constant Current Discharge Characteristics (A),
F.V/TIME 5min 10min 15min 30min 60min 2H 3H 5H 8H 10H 20H
1.60V/cell 94.68 62.04 46.20 24.60 15.60 8.789 6.276 4.234 2.803 2.400 1.284
1.70V/cell 85.92 57.48 43.56 23.88 15.25 8.652 6.120 4171 2.760 2.340 1.238
1.75V/cell 7716 53.88 41.16 23.16 15.06 8.580 6.060 4.140 2.736 2.316 1.212
1.80V/cell 69.24 50.40 38.76 22.44 14.84 8.508 5.988 4.092 2.700 2.280 1.164
Constant Wattage Discharge Characteristics (W
F.V/TIME 5min 10min 15min 30min 60min 2H 3H 5H 8H 10H 20H
1.60V/cell 171.2 113.2 85.09 46.95 30.94 17.43 12.51 8.446 5.592 4.792 2.568
1.70V/cell 158.2 106.8 81.68 45.97 30.38 17.23 12.22 8.328 5.511 4.680 2.481
1.75V/cell 144.0 101.9 77.86 44 97 3002 lee17.10 1211 8.273 5.467 4.636 2.434
1.80V/cell 130.4 96.18 73.97 43.95 29.61 16.97
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Battery type -20TC -10C 0T 5T 10C 20T 25T 30T 40C 45C
BvV&12v 50% 70% 83% 85% 90% 98% 100% 102% 104% 105%
GEL Battery
2V 60% 75% 85% 88% 92% 99% 100% 103% 105% 106%
6vV&12V 46% 66% 76% 83% 90% 98% 100% 103% 107% 109%
AGM Battery
2V 55% 70% 80% 85% 92% 99% 100% 104% 108% 110%
Charging Procedure: )
o ) © Temperature compensation | Max.charging Temperslore
w Application Charging method Charge voltage at 25 cosfficlant of charging voltage|  current
-9 For standby power source Constant voltage charging 2.25~2.30 V/cell -3mV/Cleell 0.2CA —
wfe=r . P =l
= For cycle service (With current restriction) | 5 45 5 55 vcell ~4mV/C/cell 0.3CA
8 Every month, recommend inspection every battery voltage.
i Every three months, recommend equalization charge for one time.Equalization charge method:
Step 1:Discharge: 100% rate capacity discharge.
8 Step 2:Charge: Max. Current 0.3CA, constant voltage 2.45-2.50V/Cell charge 24h.
= Length of service life will be directly affected by the number of discharge cycles,
(g3 ] . . :
P depth of discharge, Ambient temperature and charging voltage.
2 Charge the batteries at least once every six months, if they are stored at 25°C.Charging Method:
= Constant Voltage : -0.2C x 2h+2.4~2.45V/cell x 24h , Max. Current 0.25CA
(3] Constant Current : -0.2C x 2h+0.1C x 12h
2 Fast : -0.2C x 2h+0.3C x 4h
Bolt M5 M6 M8
i Terminal T3. T10 T4, T7. T11, T12, T13 | T5, T6. T8, T9, T14
Terminal of torque:
Torque 6~7N.m 8~10N.m 10~12N.m J
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